
fabrication

www.ashandlacy.com

system handbook
issue no. 001  september 2015

ash & lacy building systems ltd

london

unit a, davis road ind park

davis road, off cox lane

chessington, surrey, kt9 1tQ

t 0208 391 9700 

f 0208 391 9701

West bromWich 

bromford lane 

West bromwich

West midlands b70 7JJ

t 0121 525 1444 

f 0121 525 3444

glasgoW 

unit 4b, albion trading est

south street, Whiteinch

glasgow g14 0sy

t 0141 950 6040 

f 0141 950 6080

exeter

units 2&3 gloucester court

heathpark ind est, honiton

devon ex14 1sJ

t 01404 549100 

f 01404 549440

neath - port talbot

unit 4b, sirius drive

rutherglen centre

baglan sa12 7br

t 01639 812569

f 01639 813133

cape toWn 

29 atlantic drive

bluewater estate

kommetjie, cape town 7975

t  +27+21+783 0114 

m +27+83+215 1782



We are Ash & Lacy 1

Our Products 2-3

Introduction 4-5

Materials & Sizes  6-9

Flashings  10-11

Special & Architectural Fabrications  12-13

Fabrications Range  14-15

Rainwater Management  16-24

 Fascia Gutters 18

 Membrane Lined Gutters 19

 Single Skin Gutters 20

 Gutter Refurbishment 21

Other Rainwater Systems  22-23

Ancillaries 24

Design and Technical Support 24

Perimeters   25

Fixings 26

contents established in 1864 and one of the oldest companies  
in the midlands

email sales@ashandlacy.com  •  www.ashandlacy.com  •  orders 0121 525 1444 1

We are ash & lacy 

ash & lacy 

The name Ash & Lacy is 
synonymous with Product 
Innovation and Engineering 
Excellence, keeping us at the 
forefront of building systems 
engineering and technology.

Thanks to progressive development of our 
own manufacturing capabilities, 
construction professionals can procure 
complete and effective envelope solutions 
from a single-source.

Our extensive, state of the art product range 
is fully supported by our unrivaled in-house 
technical and design expertise, freely 
provided at every stage of planning and 
construction, together with our full site 
warranty schemes.

From Standing Seam Roof and Rainscreen 
Cladding Façade and Screen systems, 
architectural Fabrications, Spacer System 
and Fixings range, through to our most 
recent Frame system innovation, all 
products undergo rigorous testing. They 
consequently offer exceptional performance 
and value, supported by best in class 
service and technical support. 
 
This system handbook provides extensive 
information on our Fabrication products 
that complements our range of product 
categories or can be used with other 
internal and external building systems. As 
part of a series of technical handbooks, this 
publication gives you advice on how to order 
and supply Ash & Lacy Fabrication 
products.
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Our bespoke perimeter flashings and fabrications are 
available in a range of finishes and materials ranging from 
pre-coated steel to PPC aluminium to perfectly 
complement our standing seam system or  facade panels.  
We can also provide a full range of ancillary components, 
such as fabricated stop ends and corner units.  

We offer a similarly tailored service with our rainwater management 
components. Choose from a wide selection of materials from coated 
galvanised steel to high quality membrane lined options.  Our range 
of ancillaries includes outlets, downpipes, bracketry and fabricated 
stop ends. A gutter calculation service is available, following order 
placement.

A superior quality raised 
standing seam roofing and 
cladding system that enhances 
aesthetics and provides a 
weather tight joint above 
rainwater flow. The perfect 
choice for an exceptionally wide 
range of new build and 
refurbishment roofing and 
vertical façade applications from 
residential, industrial, 
commercial and public projects 
to modular new build. 

Available in a range of cover 
widths and a generous palette of 
material and colour finishes for 
optimum architectural design 
flexibility. Can also be specified 
with a steel frame solution, 
designed on a project by project 
basis, to form a pitched/curved 
roof above new or existing flat 
roofs. 

A fully engineered fast-track 
solution perfect for the enclosure 
of open spaces such as car parks 
and stair towers, improving 
aesthetics and providing a 
permanent and impenetrable 
barrier.  

These component supply or 
fabricated systems transform 
virtually any structure due to its 
availability in a wide range of 
attractive materials, patterns and 
finishes. Straight or curved panel 
options, including the use of 
different panel types and finishes 
in the same elevation, provide 
tremendous architectural design 
versatility. 

State of the art custom built 
in-house manufacturing facility 
offers flexibility to best suit site 
requirements and restrictions, 
offering components either cut to 
length or standard stock lengths 
as well as tailored solutions.

AshGrid is an integral part of our 
standing seam system, and was 
the UK’s first spacer support 
system of its type. We continue to 
lead through innovation, with the 
unique Safe-Loc detail incorp-
orated within the AshGrid bar. Our 
spacer systems are varied in depth 
to deal with varying U value 
requirements, with bracketry 
spacing being adjusted depending 
upon the project specific loading 
requirements. This makes site 
installation safer and more 
efficient through engineered 
project design. AshGrid can also 
be supplied with our engineered 
ABV brackets to provide additional 
strength where deeper more 
robust constructions are needed.
 
Ashgrid can also be used with a 
wide range of other cladding 
products. Assistance can be 
offered determining bracket 
support centres and U value build 
up requirements. 

Our comprehensive selection of 
roofing and cladding fixings 
provides quality solutions for 
almost any application. The 
range has evolved through 
extensive research and 
development, on-site experience 
and extensive ‘real world’ testing 
and engineering. 

As a result Ash & Lacy offer 
unrivalled product quality and 
performance, with stainless 
steel, carbon steel and colour 
headed options, providing the 
ultimate fixing solution for light/ 
heavy section and timber 
applications.

The Ash & Lacy Rainscreen 
Cladding Façade System 
out-performs other types of wall 
construction at an economic 
whole life cost, with low 
maintenance requirements and 
sustainable material options, 
backed by our renowned 
technical and fabrication 
expertise. 

Including full through wall 
construction system this 
multi-layer system can be 
fabricated from ACM (Aluminium 
Composite Material), solid 
aluminium, Cor-Ten steel, copper 
or zinc to create a ventilated 
‘cold’ façade fixed to an 
adjustable aluminium carrier 
system. 

Choose from a wide selection of 
vertical and horizontal joint 
configurations in a variety of 
colours and finishes.  

ash & lacy ash & lacy a single source solutionour products

The cold rolled Steel Frame 
range offers a structurally robust 
and dimensionally stable, warm 
spaced wall construction that 
can be used with the majority of 
external finishes, across most 
applications.

This component supply, 
structural stud & track system, is 
available to suit both infill and 
oversail systems, both of which 
provide early weather protection 
capability to the building, and 
offer many advantages over 
traditional construction methods.

State of the art custom built 
in-house manufacturing facility 
offers flexibility to best suit site 
requirements and restrictions, 
offering components either cut 
to length or standard stock 
lengths, both of which can be 
individually marked allowing easy 
identification, thus resulting in 
faster installation.

STEEL FRAME

www.ashandlacy.com

SYSTEM HANDBOOK

Amend text as per Steve - Roof
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ash & lacy are committed to providing a 
fast, accurate service to it’s customers. 

This policy is supported by a nationwide network of depots, each 
equipped with modern machinery to give the customer the best 
possible service. Specialist requirements produced to a client’s 
specific requirements, are available at every depot, with the 
same quality and efficiency.

Correct detailing of joints on cladded buildings is essential in 
preventing leaks and in providing robust details, to meet the 
demands of the Building Regulations.

A building is not simply accommodation; it can be the face of 
the occupants that inhabit it, and clients now expect their 
buildings to project an appropriate corporate image throughout 
the design life of the building.

Alongside performance, aesthetic expectations are of paramount 
importance, with originality now often demanded. This presents 
Architects, Designers and Contractors with fresh challenges and 
problems, which must be met with innovative product solutions.

Clients like to stamp their style or vision within the building 
design, and each one presents different issues to be considered, 
when assessing the weatherproofing possibilities,
whist accommodating the design requirements.

Specially fabricated accessories are often the most dominant
features of a building design. The need to operate only within
the boundaries of a ‘total quality’ environment is essential when 
meeting the complex needs of this area of the market.

comprehensive product range  

Our extensive range of plant and machinery provides us
with total flexibility for the manufacture of virtually any flashing or
fabrication. Making special components from our range of
metals, gauges and finishes, by our competent and skilled
operatives, will satisfy the most demanding challenge.

Quotation by return

The estimating teams will provide your quotations by return.
Customer service and reaction to the requests is an
important KPI within the business.

next-day delivery

Next-day deliveries are possible and our network of depots
provides total flexibility in satisfying customer demands.

extensive stock

With a wide selection of materials, gauges and finishes, the
permutations available for fabricated materials are endless.
Materials committed to stock, aluminium, galvanised steel,
prisma, PvdF, HPS200, leathergrain plastisol and white liner,
with a selection of thicknesses from 0.7 to 3mm, facilitate
immediate supply of all client requirements.

Ash & Lacy are market leaders for standard, bespoke and 
architectural flashings & fabrications, with a nationwide 
network of strategically located depots.

Ash & Lacy recognise these requirements and our Specialist 
Fabrication Division reflects our commitment, from initial concept 
to project completion. Our quality of sheet metal fabrication 
skills, technical competence, technology and
experience, ensures that Ash & Lacy Building Systems are best
placed to successfully supply the needs of this market. 

cutting edge bespoke perimeter detailing 
and rainwater systems

• Standard & Special Fabrications

• Architectural Fabrications

• 6.2m long flashings/gutters available*

• CNC turret punching facility

• MIG & TIG Welding

• Louvres, Panels, Planks

• Gutters

• Bespoke Products

• Wide range of curved flashings, including lock rolled, welded 
and eckolded

• Large range of stock, available in a variety of materials, colours 
and finishes including Tata HPS200 and Leathergrain, 
Aluminium / PPC Aluminium, Pre-coat aluminium, Prisma, 
AR200, HDX Granite, Coloured polyester and PvdF

• Large stock of galvanised material in various thicknesses

* Restricted materials

introduction
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Choice of the correct material is important to ensure that the 
flashings perform their required function for the design life of 
the building. Various coatings and colours are available, 
depending upon the client’s requirements.

When specifying the materials for the flashings on a building,
consideration must be given to the required appearance and 
the materials to which they are being connected.

common materials used for flashings are: 

Colorcoat HPS200 Ultra® by Tata Steel 
Colorcoat HPS200 Ultra® provides the ultimate in durability.  
The latest generation pre-finished steel offers an exciting colour 
range and delivers twice the colour and gloss retention and 
37.5% longer life compared to a standard plastisol.  Colorcoat 
HPS200 Ultra® has a 200 micron unique, eco-designed, 
durable and abrasion-resistant top coat system. Steel substrate 
is 0.7mm thick.

Colorcoat Prisma® by Tata Steel
Designed to withstand the rigours of the external environment,  
versatile, lightweight and strong, Colorcoat Prisma® pre-finished 
steel is the ideal choice for long lasting colour. It is available in a 
contemporary colour range including three matt shades with an 
optically smooth finish.

Colorcoat® LG
Leathergrain plastisol product suitable for flashing applications 
where good performance is required at a competitive price. 
Available with a 25 year performance guarantee. Steel substrate 
is 0.7mm thick.

Double-sided Plastisol
For additional protection for aggressive internal environments, 
Colorcoat HPS200 Ultra® and Colorcoat® LG are available as 
200/200 micron or 200/100 micron. Only available in 
Goosewing Grey and Merlin Grey.

Bright White Liner
Liner enamel finish to match the internal building liner sheets, 
on a 0.7mm Galvanised substrate.

Foodsafe
Liner product for use in areas where food contamination is a 
consideration.

PvdF
A thin (25 micron) coating on Galvanised* Steel offers good 
colour retention and is particularly suited for wall applications. 
Steel substrate is 0.7mm thick.

Coloured Polyester
Smooth colour finish on galvanised substrate widely used in the 
agricultural market.

Galvanised Steel*
Bright Spangled or Lead Free galvanising applied to a steel 
substrate, providing protection against premature rusting.
All galvanised material is DX51 quality, with a G275 coating
Available in thicknesses of 0.7mm, 0.9mm, 1.2mm, 1.6mm, 
2.0mm & 3.0mm. 

Aluminium
Plain mill or coated aluminium, in thicknesses of 0.9mm, 
1.2mm, 1.6mm, 2.0mm & 3.0mm.

Pre-coated Aluminium
0.9mm, 1.6mm & 2.0mm pre-coated in a selected range of 
colours.

Other
Aluminium Composite Material (ACM) is also available, either 
coated or plain mill finish, where flatness is a consideration.

Comprehensive product range
Latest technology and experience 
combined to provide a solution to any 
request.

Extensive stock
Each depot holds a range of products for 
immediate reaction to customers’  
requests.

Fast Service
Next day, or even same day service on 
standard products. Ash & Lacy’s sales and 
technical team can advise on any 
requirement.

Rainwater Products
Simple, Insulated or Membrane gutters, with steel or
aluminium downpipes available from every depot.

materials & sizes
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materials held as standard stock items 

0.7mm Coated Galvanised Steel Sheet 
HPS200 Scintilla Plastisol  White Foodsafe Liner 
Leathergrain Plastisol  PvdF
Bright White Liner  Double-sided Plastisol
  Prisma
Double sided material is available – restricted colours only

In addition to standard stock materials, many other materials, 
gauges and finishes such as stainless steel, perforated
aluminium and mesh can usually be quickly obtained. The full 
RAL Range of colours is also available in polyester powder
coat finish for galvanised steel and aluminium substrates.
If you don’t see your requirements listed above then please 
call us. In most cases we can quickly source material so as
not to delay your lead-time.

Manufacturing
Automated flashing line with ability to cut and fold sections up 
to 6.2m in length.

• Guillotining: Up to 6.2m in length

• Brake press-sections up to 6.2m in length 

• MIG and TIG Welding

• Plasma cutting facilities 

• Full CNC turret punch facilities

• Smooth-curving facilities

• Aluminium fabrication to architectural standard

Colorcoat, Colorcoat HPS200 Ultra and Prisma are registered trademarks of Tata Steel UK Limited

AWM Protector Warranty
Ash & Lacy Building Systems now offer the option of 
independent auditing by AWM – Auditing Workmanship & 
Materials Ltd – to give clients comfort that the correct 
materials and workmanship has been employed on a project.

tolerances & gauge

Metal products are supplied in thicknesses specified by the 
client and can be within certain tolerances, as set out by the
relevant Codes of Practice - British Standard EuroNorms.

Ash & Lacy supply products as specified, and do not entertain 
material at the lower end of the tolerance band. For example, 
a material specified as 0.7mm thick could be 0.64mm thick, 
and still be ‘within tolerance’. Specifiers must check that they 
are getting what they ordered, as thin material could 
compromise the structural performance of the product, leading 
to premature failure or leaks. Furthermore, at the lower end of 
the tolerance band for 0.7mm steel, there is nearly 10% less
material than specified!

Plain Galvanised Steel Sheet

0.7mm, 0.9mm, 1.2mm, 1.6mm, 2.0mm, 3.0mm

Hot Rolled Mild Steela

2.0mm, 3.0mm

Mill Finish Aluminium Sheet

0.9mm, 1.2mm, 1.6mm, 2.0mm, 3.0mm

Stucco Embossed Aluminium Sheet

0.9mm, 1.2mm, 1.4mm

Colour Coated Aluminium Sheet

Available in 0.9mm, 1.5mm and 2mm

Available in a range of colours, please contact your local 

depot with your specific colour requirements so that we 

can advise on availability.

Aluminium Pipe Diameters

63mm, 75mm, 100mm, 150mm

Aluminium Pipe Square Section

75mm, 100mm, 150mm

Coloured Polyester

materials & sizes

Topcoat

Primer

Pre-Treatment

Metallic coating

Substrate

Metallic coating

Pre-Treatment

Backing coat
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Ash & Lacy Building Systems have invested in modern state of 
the art machinery, to enable production of flashings in a range 
of materials, to the highest standards and on short lead times.

Our experienced staff will advise on the most economic 
dimensioning of flashings, to minimise waste. This is a major 
feature in ensuring maximum material utilisation, and most 
economic pricing. 

When ordering, or enquiring, it is essential that the following 
information is clearly shown:

• Dimensions (Note for thicker materials, critical overall 
dimensions are required)

• Bend angles

• Safety edges (fold-back to avoid sharp edges)

• Colour

• Side where colour is required

• Length (standard length is 3m, but up to 6.2m is available)

• Butt straps, joggle joints, etc.

The Building Regulations require that Cold Bridging is avoided 
and Air Tightness is achieved at all joints and junctions. 
Correct detailing will ensure that these requirements are met.

Stiffened edge

Flashing with sealant Shadow line

Bonded flashing

All flashings, unless specified otherwise will be supplied in 
0.7mm gauge materials in colours and finishes which
can match or contrast with the cladding. 

The standard length for flashings is 3m, but lengths up to 6.2m 
can be supplied, assisting the client to maintain a good line, and 
to minimise joints. Joints may be either lapped or butt jointed, 
with butt straps, if required. These are normally
supplied at 150mm in length, but can be supplied in any width 
specified. 

The following requirements should be noted when detailing joints 
and flashings:

• Avoid unstiffened edges to flashings – either return a short 
edge or fold-back

• Position sealants as near to the cut edge as possible

• Avoid details which trap or dam water

• Lay flashings such that overlaps are away from the prevailing 
wind

• Apply a paint or lacquer to cut edges where there is a risk of 
water collecting on them, or where they are likely to be 
submerged

• Avoid large flat areas – if necessary, incorporate a shadow line  

• Where large flat areas are unavoidable, bonded boards of 
foam will ensure that the flashing achieves the correct 
appearance 

Ash & Lacy Technical Staff can advise on the correct detailing of 
flashings.

24HR turnaround on standard flashings

flashings
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The variety of special products available are as diverse as the buildings for which they are intended. The only limitation in 
material, colour, or detail is the imagination of the designer.

Louvres
Standard details in Plastisol, PvdF2 and aluminium. 

Mitred Flashings Cladding Corners
Mitred corners to any angle in profiled single skin cladding or 
composite panel

Rainwater Pipe Systems
Plastisol, PvdF2, galvanised and aluminium. 

Curved Flashings 
Any radii, ellipses and full circular jambs

Roof Soakers & Kerbs
Bespoke sizes in full material range

Bullnoses 
Enhancing the perimeter of a building

Column Casings

special & architectural fabrications
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ash & lacy provide a solution whatever 
your requirements

Examples from our extensive range are shown here, but 
our sales and Technical Staff can advise on any product 
that may be required.

Flashings

Column casings

Fascia gutters

Roofing

Soakers

Spacer Systems

Bullnoses

Louvres

Rainscreen panels

Gutters, insulated, membrane, single skin

fabrications range

New image to be used
Now available as used in other latest System handbooks
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• Totally bespoke system with factory 
fabrication eliminating cold spots

• Numerous insulation depths 
available on request  

• Simple on-site joint assembly

Effective rainwater management is vital to the success of any 
building. The Fabrication division of Ash & Lacy has vast 
experience in the provision of gutter systems and related 
products and has a depth of expertise and range which few can 
rival. Our commitment to Research and Development, ensures 
the increasing efficiency of our systems to cope with a future in 
which ever more extreme climatic conditions can be expected.

With many years fabrication experience, Ash & Lacy can offer 
bespoke guttering which is CNC precision engineered and 
produced by skilled fabricators to suit virtually any application, . 
A number of refurbishment solutions are also available which 
can add decades to the life of the gutter system.

With technical advice and CAD design readily available from our 
support team, Ashflow is dedicated to ensuring our customers 
achieve maximum satisfaction and performance from our gutter 
systems. 

insulated gutters

As recognition of the environmental benefits of insulation has 
increased so has the practice of insulating all gutters within the 
building’s envelope. Naturally this kind of application presents its 
own set of requirements which are quite different to conventional 
guttering.

Ash & Lacy Insulated Gutters are manufactured to order and are 
available in different widths and varying depths of polyurethane, 
polyicocyanurate and mineral wool insulation bonded to the top 
external sheet to meet current ‘U’ values.

The bespoke system will of course conform exactly to the 
building’s design and is easily put together on-site through joint 
assembly. Available with a full range of factory fitted accessories, 
Ashflow Insulated Gutters provide lasting performance in excess 
of 30 years. Gutters may have a weldable membrane included.

rainWater management
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fascia gutters membrane lined gutters

For the ultimate in design integrity, fascia gutter systems which 
match the bargeboard profile are now a standard requirement in 
construction.

With the Ash & Lacy range, architects and specifiers are assured 
that they can achieve the right visual effect and lose nothing in 
functional performance.

Ash & Lacy fascia gutters allow a vast range of colour options to 
ensure a match and can include the long term weather resistant 
properties of an EPDM lining. The confidence Ash & Lacy have in 
their product is reflected in the availability of a 15 year 
guarantee and a life expectancy for the product of over 30 years.

With bespoke profiles made to order by our fabrication 
specialists and the fast, economical alternative of standard 
profiles available, this is the kind of perimeter detailing which 
speaks volumes for quality and can elevate a building’s visual 
appearance above the norm.

aquatite™

Through our close relationship with Tata Colorsteels, we are able 
to offer a gutter membrane solution to meet the most exacting 
standards. Under its brand name Aquatite™, this PVC membrane 
covers a wide range of rainwater applications including valley 
gutters, flashings, roofing and parapet copings.

Aquatite™ offers a strong, formable metal substrate combined 
with a non-permeable weather resistant membrane factory 
bonded to the water-carrying surface. This highly effective 
construction gives a superior quality finish for maximum drainage 
efficiency. It also comes with a leading guarantee and technical 
support, plus the reassurance of being a safe, green solution.

raintite™/fatra 

For longevity and performance, Raintite is a superb system with 
a life expectancy of over 35 years complete with 30 years BBA 
certification, the bonded waterproof membrane is formed of 
environmentally-friendly sealed PVC. 

This offers a  system which is designed to withstand ponding and 
other weather extremes and provides a flexible solution to a wide 
range of building designs. 

epdm bonded membrane system

Ashflow EPDM membrane gutter systems are fully factory 
bonded to eliminate the problems of corrosion, joint leakage and 
stability. It means we are able to offer a 15 year guarantee with 
a life expectancy in excess of 30 years. 

Using an adhesive bond, the membrane sheets can be quickly 
fused together, resulting in a bond that is actually stronger than 
the sheet itself. For prestigious projects, Ashflow’s membrane 
lined gutters will bring an unrivalled level of rainwater 
management over the long term.

Colour match to roof  
or cladding profiles

• Bespoke or standard 
profiles available

• 15 year guarantee 
available

rainWater management

Ashflow gutters are available with epdm or PVC 
membrane linings.
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Where no insulation is required in external or internal gutters 
or when site assembly is required, Ash & Lacy’s single skin 
gutter systems provide the versatile solution. The products are 
available in a range of materials, including galvanised steel, 
aluminium and pre-coated for a comprehensive choice of 
colour finishes. 

The single skin allows simple site assembly in a range of 
applications which includes Eaves, Boundary and Valley 
guttering and can be supplied with the accessories needed for 
specific usage. The systems have been designed for ease of 
use, efficiency and unobtrusive appearance.

For many applications, Ash & Lacy’s range of standard profiles 
will meet the specification, but if a customised product is 
required Ash & Lacy offer a complete service which includes 
technical support as well as manufacture of the bespoke 
gutter system.

• Products available 
in a range of 
materials

• Simple site 
assembly  

• Standard and 
bespoke gutter 
systems available 

Before

After

Hinged gutter drops into existing gutter Gutter fitted without removing top sheet

single skin gutters gutter refurbishment

rainWater management

All gutters have a finite lifespan and once they fail either 
through joint failure or corrosion the cost in water damage can 
be considerable. 

In the past, a long term effective refurbishment solution has 
been hard to achieve and often expensive, but with Ash & Lacy’s 
remedial lining system there is now a high quality answer for 
virtually any gutter design, dramatically increasing The longevity 
and continued performance of the original system. 

Ash & Lacy EPDM linings are formed of a durable composite 
material of synthetic rubber and pre-coated steel laminate. 
The key to the product’s effectiveness is its ability to hinge and 
fold into any position thereby eliminating the problems of 
obstructions and confined areas which render more 
conventional methods ineffective.

The ease of installation means linings can be installed in 
varying weather conditions with no disruption. Joints are 
quickly double sealed to provide a watertight seal. A 15 year 
guarantee is available and life expectancy is well in excess of 
30 years. 
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Available in Galvanised Steel or Aluminium finishes

other rainWater systems

rainWater management

Accessories for AshFlow Gutter Systerms

Corners

Welded stopends Loose stopends Loose Weirs

Accessories for Gutter Systems 

Welded stopends Loose stopends Loose Weirs

Corners

joggle joint spiggot joint

std gutter up to 6000mm long

joggle joint

spiggot joint

std gutter up to 6000mm long

joggle joint joggle joint

double joint expansion joint

expansion joints for overlentgh 
gutter runs. (design mainly for aluminum)

all gutters are available in a range of thickness 
and in different materials such as aluminium,
galvanized steel and sigma TCN 440.

Components for Gutter Systems
All gutters are available in a 
range of thickness and in 
different materials such as 
aluminium and galvanized 
steel and sigma TCN 440

Expansion joints for 
overlength guter runs 
(designed mainly for 
aluminium).

Std gu
tter up to 6m long

Std gu
tter up to 6m long

Double joint expansio
n joint

joggle joint

joggle joint

joggle joint

spiggot joint

spiggot 
joint

joggle 
jointGUTTER SPIGGOT END

SEE ACROSS FOR VARIANTS

INSULATION
SEE ACROSS FOR VARIANTS

CLOAKING
SEE ACROSS FOR VARIANTS

GUTTER JOGGLE END
SEE ACROSS FOR VARIANTS

INSULATION
SEE ACROSS FOR VARIANTS

CLOAKING
SEE ACROSS FOR VARIANTS

TYPICAL INSULATED JOINT

DIRECTION OF LAY

JOINT FIXINGS
HEX. HEAD SET SREWS/WASHERS
AVAILABLE IN :-
10.0 DIAMETER X 30
BRIGHT ZINC PLATE COATING
OR STAINLESS STEEL

JOINT FIXINGS - CAPTIVE NUTS
AVAILABLE IN :-
10.0 DIAMETER HEXAGON EXT.

JOINT MASTIC
AVAILABLE IN :-
50 X 6 RECTANGULAR SECTION
GRADE HP400
COLOUR-BLACK

JOGGLE END

SPIGGOT END

E.P.D.M. WASHERS
AVAILABLE IN :-
10.0 DIA. X 2.0 THICK

T

t

T

CADMIUM PLATE COATING
OR STAINLESS STEEL

 Gutter Outlets

Sump Outlets

Tapperd Outlets
Straight Outlets

Outlets can be manufactured round,
square to any size and from materials
such as galvanized steel, aluminum.

Gutter Outlets

Sump Outlets

Straight 
Outlets

Tapperd OutletsOutlets can be manufactured 
round, square to any size and 
from materials such as 
galvanized steel, aluminum.

Joggle end

Spiggot 
end

Joint fixings
Hex. Head set 
screws/washers 
available in :-
10.0 Diameter x 
30 Bright zinc 
plate coating
or stainless steel

Typical insulated joint
Direction of lay

E.P.D.M. Washers
Available in :-
10.0 Dia. X 2.0 
Thick

Gutter spiggot 
end.

bo
ar

d

bo
ar

d

Insulation
See across for 
variantsJoint mastic 

Available in :-
50 X 6 rectangular 
section Grade 
hp400 Colour 
-black

Cloaking
See across 
for variants

Gutter joggle end. See 
across for variants

Joint fixings - 
captive nuts. 
Available in:-
10.0 Diameter 
hexagon ext. 
Cadmium plate 
coating or 
stainless steel

Insulation. See 
across for variants

Cloaking. See 
across for variants

Buttstrap Buttstrap

Square to Round adaptor

Component for Gutter Systems

No buttstrap
required

Buttstrap
Buttstrap

Brackets

Collar 
(Loose or 
Fitted)

Square to 
Round adaptor

Gutter to 
Verge Corner

Verge

Downpipe

Stopend

Ashline up to 6m 

Ashline up to 6m 

Support Arms

All Ashline products are available in

a range of precoat materials and finishes.

Systems are available pre punched on 

request.
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ancillaries 

Ash & Lacy gutter systems come with a fully complementary 
Range of ancillaries, covering everything from downpipes to 
fixings. The downpipes are designed to the guidelines of  
BS 12056-3:2000 code of practice for gravity drainage 
systems and are sized accordingly.

Ash & Lacy ancillaries enable consistent design elements and 
avoid any weak points in the system through the use of 
non-compatible or inferior products. 

Ash and Lacy’s vast experience in fabrications and fasteners is 
your guarantee of an integrated system that offer complete 
reliability combined with good design.

• Precision manufactured for consistent quality
• Wide range of complementary designs available
• Both standard and bespoke products

design and technical support

All Ash & Lacy rainwater management systems come with an 
additional component - our expertise. Helping you achieve the 
system that is compliant with the latest bs requirements. Our 
specialist team and dedicated software can make the 
difference.

Using CRM Gutterflow, the industry standard gutter 
calculations package, a system can be quickly checked for 
capacity and analysed with no laborious calculations required. 

An inadequate rainwater management system can cause long 
term problems which eventually require expensive remedial 
measures. With Ash & Lacy’s support there is a certainty that 
the system will be designed to a high level of capability in 
every aspect.

• Full technical service support
• Capacity analysis
• National network of sales managers

perimetersrainWater management

perimeters

Having a thermally efficient cladding system does not mean 
that perimeter fabrications need to be deep and unsightly, 
even if a high ‘U’ value roof is required.

Ash & Lacy are able to offer slim line verge and eaves 
fabrications to be incorporated into the Ash & Lacy Roof 
construction.

Ashjack is a range of galvanized steel brackets and spanning 
members, manufactured from galvanized steel to BS EN 
10327 : 2004 (Fe PO2 G Z275), the components are 
approved by BBA. This provides the significant benefit of 
components being produced from high grade structural quality 
galvanised steel and have rigorous third party accreditation.

The use of BBA approved Ashjack components in conjunction 
with the Ashzip BBA approval means the specifier can be 
assured of complete confidence in the products being 
specified.

For further details of our range of perimeter details, refer to 
roof - Slimline overhang, cantilever & bespoke perimeter 
framing details at www.ashandlacy.com
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notesfixings

Comprehensive range of BS, RAL 
& sheet colour moulded heads 

•  Improved aesthetics      
•  Longer life expectancy            
•  UV Stabilised 

Vulcanised washer

•  3mm thick EPDM 
•  304 stainless steel

Support thread

•  Enlarged diameter to support outer 
skin of composite panel

Heat treated carbon steel drill 
point & lead-in threads

•  Fast efficient drilling of purlins/ 
sheeting rails

Available in Carbon & both 304 
and 316 in Stainless Steel

Branded product

•  Complies with MCRMA charter
•  Easy traceability throughout the 

life of a building 

Profiled Bi-hexagonal Head

•  Maximum grip            
•  Withstands high level of torque 

during installation 

14mm flange under hexagon head

•  Reduces the risk of washer 
inversion and improves pull over 
and stability

•  No risk of detachment from 
fasteners

Fixing design directly derived 
from on-site research

•  Extensive ‘real world’ testing & 
engineering

Designed for the Global market

•  Optimised drill points and thread 
dimensions ensure the highest 
performance



fabrication

Standing Seam  •  façade  •  Screen  •  fabrication  •  Spacer Systems  •  fixings  •  Steel frame28

notes


